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PRODUCT INTRODUCTION

LifeSmart‘s Two Channel Dimmer Controller can form a complete 

dimming and color temperature solution with LifeSmart Smart Station, 

0-10V dimming light and the driving. Users can adjust light brightness 

and color temperature on LifeSmart APP or Nature Mini. With other 

LifeSmart products, it can realize intelligent linkage, timing switch, soft 

change and other functions.



SPECIFICATIONS

Size

Weight

Material

Wireless Protocol

Static Power Consumption

Wireless Distance

Input

Output

Operating Temperature

Operating Humidity

150.5*40*28mm 

74g

PC

CoSS

＜1W

200m (open field)

AC100-240V, 50/60Hz

0-10V

-5~45°C

5~90%

IN YOUR PACKAGE

1
Screw package  1



ILLUSTRATION

When the driving has no “light mixing” function, turn the dial switch to 

“1”, and connect as shown in the figure：
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ILLUSTRATION
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When the driving has “light mixing” function, turn the dial switch to 

“ON”, and connect as shown in the figure：



After configuration of the Smart Station, choose “Add Device” in 

LifeSmart App, select “Two Channel Dimmer Controller(0-10V)” 

to enter pairing process.

INSTALLATION (LifeSmart APP)

LifeSmart's Two Channel Dimmer Controller(0-10V) needs 
to be paired with Smart Station to join the smart system.

Follow the instruction on the app to finish pairing.

If a time-out error occurs, please repeat step 1-3 until it's 

successfully paired.



The following conditions are not covered by the warranty:

Product failure or damage caused by installation, use, and 

maintenance that is not in accordance with the product instructions;

Products beyond the warranty period;

Products that have the barcode tampered with or removed;

Devices that have been tampered with or customized outside of 

LifeSmart Terms Of Service as on the LifeSmart App and website;

User-caused damage, such as inappropriate voltage input, high 

temperature, accidental spillage, physical damage, etc;

Product failure or damage caused by force majeure such as 

earthquakes, fires, or floods; 

Product failure or damage caused by other problems except the 

product itself.

ATTENTION



DECLARATION

LifeSmart is a trademark of Hangzhou LifeSmart Technology Co., Ltd. As 

for the trademarks, product logos and product names from other 

companies presented within this manual, they are possessed by their 

own right holders.  

Without our written permission, no entity or individual shall extract, copy 

or disseminate in part or the whole of the manual contents in any form. 

Due to product version upgrades or other reasons, content of this manual 

may change. Our company reserves the right to change the contents of 

this manual without any notice. This manual is used only for instructional 

purposes. We strive to provide accurate information in this manual, but 

we are not able to ensure that the content of this manual is current.

Statements, information and advice in this manual do not constitute any 

expressed or implied assurance. Updated manuals are available on our 

website at iot.ilifesmart.com or by contacting our Team.
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